
(Last update: KES 7/21/03) 
Configuration of Oil Pollution Abatement (OPA) Systems Onboard U.S. Navy Ships  

Ship Name Hull 
No. CLASS OWS Model OWS 

Qty. OCM Model OCM 
Qty. Remarks  TYCOM

USS LASALLE 3 AGF-3 OPB-
10NP/RF02 1 ET-35N 1 One Laurence 1.5” diverter valve.  Installed in FY-01 LANT 

USS CORONADO 11 AGF-11 OPB-
10NP/RF01 1  ET-35N 1 One Laurence 1.5” diverter valve.  131824Z Minor deficiencies reported on ET35n 

OCM SEMAT ASSIST requested. PAC 

USS SACRAMENTO 1 AOE-1 OPB-10NP 1 None --  OCM to be installed as part of AOE1-827K, which also replaces the OPB-10NP with a 
C-50 OWS during FY04 DPMA (OWS & OCM Installation--AOE-1) 

PAC 

USS CAMDEN 2 AOE-1 C50 1 ET-35N 1 One Laurence 2” diverter valve. PAC 

USS SEATTLE 3 AOE-1 C50 1 ET-35N -- One Laurence 2” diverter valve. LANT 

USS DETROIT            4 AOE-1 OPB-10NP 1 ET-35N 1 OWS will be replaced with model C50 and Laurence 2” diverter valve. LANT 

USS SUPPLY 6 AOE-6 690231 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS RAINIER 7 AOE-6 690231 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS ARCTIC 8 AOE-6 690231 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS BRIDGE 10 AOE-6 OPB-10NP 2 ET-35N 2 Two Clark-Cooper 1.5” diverter valves. 121635Z Jul 01 – Todd SY is purchasing 
Laurence 1.5” valves. Ships requests FTSCPAC assist when valves are received. PAC 

USS SAFEGUARD 50 ARS-50 OPB-10NP 1 ET-35N 1 OWS replaced with model 10NP.  One Laurence 1.5” diverter valve. PAC 

USS GRASP 51 ARS-50 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS SALVOR 52 ARS-50 OPB-10NP 1 ET-35N 1 OWS replaced with model 10NP. One Laurence 1.5” diverter valve. PAC 

USS GRAPPLE 53 ARS-50 OPB-10NP 1 ET-35N 1 OWS replaced with model 10NP. One Laurence 1.5” diverter valve. LANT 

USS EMORY S LAND 39 AS-39 C50 1 ET-35N 1 One Clark-Cooper 2.5” diverter valve. LANT 
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USS FRANK CABLE 40 AS-39 C50 1 ET-35N 1 One Clark-Cooper 2.5” diverter valve. PAC 

USS TICONDEROGA 47 CG-47 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves. LANT 

USS YORKTOWN 48 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS VINCENNES 49 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves.  262105Z Jun 01 - OCM change-out completed in 
FY-01 via AER 68148 by SRF. PAC 

USS VALLEY FORGE 50 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS THOMAS S GATES 51 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS BUNKER HILL 52 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS MOBILE BAY 53 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS ANTIETAM 54 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS LEYTE GULF 55 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS SAN JACINTO 56 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS LAKE CHAMPLAIN 57 CG-47 OPB-10NP 2 ET-35N  2 Two Laurence 1.5” diverter valves. WWS OCMs replaced in Oct 01. PAC 

USS PHILIPPINE SEA 58 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS PRINCETON 59 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. Demo Ship. PAC 

USS NORMANDY 60 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS MONTEREY 61 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves.  14 Jun 01 – 10NP Moyno Pump OOC. “Internal 
element worn beyond repair.”  Ship attempting to procure entire pump. LANT 
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USS 
CHANCELLORSVILLE 62      CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS COWPENS 63 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS GETTYSBURG 64 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS CHOSIN 65 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS HUE CITY 66 CG-47 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves.  LANT 

USS SHILOH 67 CG-47 OPB-10NP 2 ET-35N 2 ET-35N OCMs installation completed in 4th qtr of FY-01 via AIT. PAC 

USS ANZIO 68 CG-47 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves. LANT 

USS VICKSBURG 69 CG-47 OPB-10NP   2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS LAKE ERIE 70 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. Change out completed on 9 Oct 02. PAC 

USS CAPE ST GEORGE 71 CG-47 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves. LANT 

USS VELLA GULF 72 CG-47 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS PORT ROYAL 73 CG-47     OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. Change out completed on 11 Oct 02. PAC 

USS KITTY HAWK 63 CV-63 C50/RF01 2 ET-35N 2 Two Laurence 2” diverter valve changed in FY03Q1 by SRF. PAC 

USS CONSTELLATION 64 CV-64 None -- None -- Scheduled to be decommissioned.  No OPA system will be installed. PAC 

USS JOHN F KENNEDY 67 CV-67  C50 2 ET-35N 2 Two Laurence 2” diverter valves (one regular, one with large actuator).   LANT 

USS ENTERPRISE 65 CVN-65 C50/RF01 2 ET35N 2 Two Laurence 2” diverter valves installed in FY-01 via AIT.  LANT 

USS NIMITZ 68 CVN-68 C50 2 ET-35N 2 Two Laurence 2” diverter valves and two ET-35 N OCMs installed in FY-02 via AIT.  LANT 
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USS D. EISENHOWER 69 CVN-68 HCOWS 1 ET-35N 1 2 pneumatic valves instead of solenoid diverter valve. LANT 

USS CARL VINSON 70 CVN-68 None -- None -- Two VS-50 OWSs, two ET-35N OCMs and two fail safe diverter valves to be installed 
during next availability. PAC 

USS THEODORE 
ROOSEVELT 71      CVN-68 C50/RF01 2 OMWW0300 2 Two Clark-Cooper 2.5” diverter valves. Two Laurence 2” diverter valves and two ET-35 

N OCMs to be installed in FY-03. LANT 

USS ABRAHAM 
LINCOLN 72      CVN-68 C50/RF01 2 ET-35N 2 OCM and valve changed in Mar 02 via AIT. PAC 

USS GEORGE 
WASHINGTON 73      CVN-68 C50 2 ET-35N 2

AER developed to install Laurence valves and necessary transfer piping was 
completed prior to deployment via AIT. Two Laurence 2” diverter valves. LANT 

USS JOHN C STENNIS 74 CVN-68 C50 2 ET-35N 2 Two Laurence 2” diverter valves. PAC 

USS HARRY S. 
TRUMAN 75 CVN-68 C50 2 ET-35N 2 Two Laurence 2” diverter valves. LANT 

USS SPRUANCE 963 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS PAUL F FOSTER 964 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS KINKAID 965 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. PAC 

USS HEWITT 966 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned.  PAC 

USS ELLIOT 967 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS ARTHUR W 
RADFORD 968 DD-963  OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS PETERSON 969 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. LANT 

USS CARON 970 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. LANT 
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USS DAVID R RAY 971 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. PAC 

USS OLDENDORF 972 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS JOHN YOUNG 973 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. PAC 

USS OBRIEN 975 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS BRISCOE 977 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS STUMP 978 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS MOOSBRUGGER 980 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. LANT 

USS JOHN HANCOCK 981 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. LANT 

USS NICHOLSON 982 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. Decommissioned. LANT 

USS CUSHING 985 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS OBANNON  987 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve.  111800Z OCM and OWS were OOC, new 
installation.  OCM and OWS are SAT. LANT 

USS THORN 988 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS DEYO 989 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS FIFE 991 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS FLETCHER 992 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS HAYLER 997 DD-963 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS ARLEIGH BURKE 51 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. Demo Ship-PLC control panel. LANT 
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USS BARRY 52 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS JOHN PAUL 
JONES 53 DDG-51 690231 1 ET-35N 1 One Morgan motorized diverter valve. PAC 

USS CURTIS WILBUR 54 DDG-51 690231 1 ET-35N 1 One  Morgan motorized diverter valve.  6 Jun 01 – 13 certification critical items.  
Assistance provided by SRF Yokosuka. PAC 

USS STOUT 55 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS JOHN S MCCAIN 56 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS MITSCHER 57 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS LABOON 58 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS RUSSELL 59 DDG-51 690231   1 ET-35N 1 Sorbent Polymer Polisher (1 vessel, bagged media) removed. One Laurence 1.5” 
diverter valve. PAC 

USS PAUL HAMILTON 60 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS RAMAGE 61 DDG-51 690231 1 ET-35N 1 Sorbent Polymer Polisher removed (1 vessel, bagged media). One Laurence 1.5” 
diverter valve.  LANT 

USS FITZGERALD 62 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS STETHEM 63 DDG-51 690231 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS CARNEY 64 DDG-51 OPB-10NP 1 ET-35N 1 Ceramic Membrane Polisher, Secondary Sarex OCM inop. One Laurence 1.5” diverter 
valve. LANT 

USS BENFOLD 65 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS GONZALEZ 66 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves.  LANT
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USS COLE 67 DDG-51 OPB-10NP 1 ET-35N 1 Ceramic Membrane Polisher. One Laurence 1.5” diverter valve. LANT 

USS THE SULLIVANS 68 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves.  
14 Jun 01 - OWTP OOC.  Sliding shoes not onboard allowance item. LANT 

USS MILIUS 69 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS HOPPER 70 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS ROSS 71 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. LANT 

USS MAHAN 72 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. LANT 

USS DECATUR 73 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS MCFAUL 74 DDG-51 OPB-10NP 1 ET-35N  2 Two Polishers: Ingalls Ceramic Membrane and Ingalls Sorbent Polymer.  Two 
Laurence 1.5” diverter valves. Ceramic Membrane polisher removed. LANT 

USS DONALD COOK 75 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves.  LANT

USS HIGGINS 76 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS O'KANE 77 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS PORTER 78 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. LANT 

USS OSCAR AUSTIN 79 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves.  LANT

USS ROOSEVELT 80 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves.  LANT

USS W. S. CHURCHILL 81 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. LANT 

USS LASSEN 82 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS HOWARD 83 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 
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USS BULKELEY 84 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. LANT 

USS McCAMPBELL 85 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS SHOUP 86 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

USS MASON 87 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. LANT 

USS PREBLE 88 DDG-51 OPB-10NP 1 ET-35N 2 Sorbent Polymer Polisher (3 vessel, 9 cartridge). Two Laurence 1.5” diverter valves. PAC 

PCU MUSTIN 89 DDG-51 OPB-10NP 1 ET-35N 1 Ceramic Membrane Polisher. One Laurence 1.5” diverter valve. PAC 

USS MCINERNEY 8 FFG-7 VGS 1 OMWW0300 1 5 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS WADSWORTH 9 FFG-7  VGS 1 ET-35N -- 10 gpm OWS.  Decommissioned. PAC 

USS GEORGE PHILIP 12 FFG-7  VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS SAMUEL ELIOT 
MORISON 13       FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. Decommissioned. LANT 

USS SIDES 14 FFG-7  VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS ESTOCIN 15 FFG-7  VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS JOHN A MOORE 19 FFG-7  VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. Decommissioned. PAC 

USS BOONE 28 FFG-7  VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS STEPHEN W 
GROVES 29 FFG-7  VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS JOHN L HALL 32 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS JARRETT 33 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve.  PAC 
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USS UNDERWOOD 36 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS CROMMELIN 37 FFG-7 VGS 1 ET-35N -- OCM installed in FY-01. PAC 

USS CURTS 38 FFG-7  VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve.  PAC 

USS DOYLE 39 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS HALYBURTON 40 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS MCCLUSKY 41 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS KLAKRING 42 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS THACH 43 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS DE WERT 45 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS RENTZ 46 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS NICHOLAS 47 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS VANDEGRIFT 48 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS ROBERT G 
BRADLEY 49 FFG-7 VGS 1 OMWW0300 1 10 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS TAYLOR 50 FFG-7 VGS 1 OMWW0300 1 5 gpm OWS. One Laurence 1.5” diverter valve.  OCM change-out  via AER 67062. LANT 

USS GARY 51 FFG-7 VGS 1 ET-35N 1 10 gpm OWS. One Laurence 1.5” diverter valve.  PAC 

USS CARR 52 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS HAWES 53 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve. LANT 
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USS FORD  54 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS ELROD 55 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS SIMPSON 56 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS REUBEN JAMES 57 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS SAMUEL B 
ROBERTS 58 FFG-7 VGS 1 OMWW0300 1 5 gpm OWS. One Laurence 1.5” diverter valve.  OCM change-out  via AER 67062. LANT 

USS KAUFFMAN 59 FFG-7 VGS 1 OMWW0300 1 5 gpm OWS. One Laurence 1.5” diverter valve. LANT 

USS RODNEY M DAVIS 60 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve.  PAC 

USS INGRAHAM 61 FFG-7 VGS 1 ET-35N 1 5 gpm OWS. One Laurence 1.5” diverter valve. PAC 

USS BLUE RIDGE 19 LCC-19 C50 1 ET-35N 1 One Laurence 2” diverter valve. C-50 OWS installed in FY-01. PAC 

USS MOUNT WHITNEY 20 LCC-19 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve.  C-50 OWS not yet installed LANT 

USS TARAWA 1 LHA-1 C50 2 ET-35N 2 Two Laurence 2” diverter valves. PAC 

USS SAIPAN 2 LHA-1 C50 2 ET-35N 2 Two ET-35N OCMs and two Laurence 2” diverter valves changed via AIT  in Jan 03. LANT 

USS BELLEAU WOOD 3 LHA-1 C50 2 ET-35N 2 Two Laurence 2” diverter valves. PAC 

USS NASSAU 4 LHA-1 C50 2 ET-35N 2 Two Laurence 2” diverter valves. LANT 

USS PELELIU 5 LHA-1 C50 2 ET-35N 2 Two Laurence 2” diverter valves.  OCM/diverter valve change out done via AIT during 
OPART in FY-01. PAC 

USS WASP 1 LHD-1 C50 2 ET-35N 2 Demo Ship. Two VS-50 OWSs, two ET-35N OCMs and two fail safe diverter valves 
are being installed. LANT 
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USS ESSEX 2 LHD-1 C50 2 ET-35N 2 Two Clark-Cooper 2.5” diverter valves.  PAC 

USS KEARSARGE 3 LHD-1 C50 2 ET-35N 2 Two Clark-Cooper 2.5” diverter valves.  C-50 OWS installed in FY-00. LANT 

USS BOXER 4 LHD-1 C50 2 ET-35N 2 Two Clark-Cooper 2.5” diverter valves.  PAC 

USS BATAAN 5 LHD-1 C50 2 ET-35N 2 Two semi-automatic Laurence 2” diverter valves.  LANT 

USS BONHOMME 
RICHARD 6      LHD-1 C50 2 ET-35N 2

Two semi-automatic Laurence 2” diverter valves.  261823Z Jun 01 – NR 1 OWS OOC, 
inlet motorized valve does not cycle, new valve on order.  NR 2 OWS operational.  
Certified Dec 99. 

PAC 

USS AUSTIN 4 LPD-1 OPB-10NP 1 OMWW0300 1 One Laurence 1.5” diverter valve. LANT 

USS OGDEN 5 LPD-1 OPB-10NP 1 ET-35N 1 
One Laurence 1.5” diverter valve.  280007Z Jun 01 – OWS operational in Manual 
Mode only.  Submitted work request to fix TLSs.  Submitted feedback for PMS and 
EOSS.  Certified on 2 Aug 99. 

PAC 

USS DULUTH 6 LPD-1 OPB-10NP 1 None ---   PAC 

USS CLEVELAND 7 LPD-7 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve.  130710Z OWS system is fully operational and SAT. 
OCM change out in FY-01 via AIT. PAC 

USS DUBUQUE 8 LPD-7 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS DENVER 9 LPD-7 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve.  021847Z Jul 01 – States model 690231 installed 
and OOC.  PMS, EOSS, ILS accurate and complete. PAC 

USS JUNEAU 10 LPD-7 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS SHREVEPORT 12 LPD-7 OPB-10NP 1 OMWW0300 1 One Laurence 1.5” diverter valve. LANT 

USS NASHVILLE 13 LPD-7 OPB-10NP 1 None --- OCM and Laurence 1.5” diverter valve installation scheduled. Not aware of OCM 
installation to date.  LANT 



Configuration of Oil Pollution Abatement (OPA) Systems Onboard U.S. Navy Ships  

Ship Name Hull 
No. CLASS OWS Model OWS 

Qty. OCM Model OCM 
Qty. Remarks TYCOM 

USS TRENTON 14 LPD-14 OPB-10NP 1 OMWW0300 1 One Laurence 1.5” diverter valve. LANT 

USS PONCE 15 LPD-14 OPB-10NP 1 OMWW0300 1 One Laurence 1.5” diverter valve. LANT 

USS ANCHORAGE 36 LSD-36 OPB-10NP 1 ET-35N 1 
One Laurence 1.5” diverter valve.  290058Z Jun 01 – Facet model 10NP operational in 
manual only.  Request FTSCPAC assist.  PMS, EOSS, ILS accurate. OWS capacity 
inadequate for u/w DFM and JP-5 stripping operations. 

PAC 

USS PORTLAND 37 LSD-36 OPB-10N 1 OMWW0300 1 One Laurence 1.5” diverter valves. LANT 

USS MOUNT VERNON 39 LSD-36 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valves. PAC 

USS WHIDBEY ISLAND 41 LSD-41 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves. LANT 

USS GERMANTOWN 42 LSD-41 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves.  11 Jun 01 – 2 0f 2 OWS OOC.   No flow sensor at 
low pipe, secondary oil probe OOC. Assistance requested. PAC 

USS FORT MCHENRY 43 LSD-41 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS GUNSTON HALL 44 LSD-41 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves. LANT 

USS COMSTOCK 45 LSD-41 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves.122225Z tech assist accomplished by FTSCPAC. PAC 

USS TORTUGA 46 LSD-41 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves. LANT 

USS RUSHMORE 47 LSD-41 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves.  8 Jun 01 – OWT system #2 OOC.   Pump won’t 
draw suction.  Request FTSC assist. PAC 

USS ASHLAND 48 LSD-41 OPB-10NP 2 OMWW0300 2 Two Laurence 1.5” diverter valves. LANT 

USS HARPERS FERRY 49 LSD-49 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. PAC 

USS CARTER HALL 50 LSD-49 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 

USS OAK HILL 51 LSD-49 OPB-10NP 2 ET-35N 2 Two Laurence 1.5” diverter valves. LANT 
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Ship Name Hull 
No. CLASS OWS Model OWS 

Qty. OCM Model OCM 
Qty. Remarks TYCOM 

USS PEARL HARBOR 52 LSD-49 OPB-10NP 2 ET-35N 2 
Two Laurence 1.5” diverter valves.  052310Z Jun01 - Ship reports EOSS, PMS, ILS 
are accurate and complete.  FRAM 10NPs are fully operational.  Last certified 
05Mar98. 

PAC 

USS FREDERICK 1184 LST-
1179  OPB-10NP   1 ET-35N 1 ET-35N installation completed in Nov 01. S/F changed 10N with 10NP. 

Decommissioned. PAC 

USS LA MOURE 
COUNTY 1194 LST-

1179  OPB-10NP   1 None --- OCM and 1.5” Laurence diverter valve initially scheduled for FY-01 installation. 
Decommissioned.  LANT 

USS AVENGER 1 MCM-1  CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve and one ET-35N OCM installed in FY-01. LANT 

USS DEFENDER 2 MCM-1  CPS-3B15 1 ET-35N 1 One ET-35N OCM and one Laurence 1.5” diverter valve will be installed in FY-01. LANT 

USS SENTRY 3 MCM-1  CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS CHAMPION 4 MCM-1  CPS-3B15 1 ET-35N 1 One ET-35N OCM and one Laurence 1.5” diverter valve  installed in FY-01. LANT 

USS GUARDIAN 5 MCM-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS DEVASTATOR 6 MCM-1 CPS-3B15 1 ET-35N 1 One ET-35N OCM and one Laurence 1.5” diverter valve installed in FY-01. LANT 

USS PATRIOT 7 MCM-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS SCOUT 8 MCM-1 CPS-3B15 1 ET-35N 1 One ET-35N OCM and one Laurence 1.5” diverter valve installed in FY-01. LANT 

USS PIONEER 9 MCM-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS WARRIOR 10 MCM-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS GLADIATOR 11 MCM-1 3-F 1 ET-35N 1 Sorbent Polymer Polisher (1 vessel, 3 cartridge media). One Laurence 1.5” diverter 
valve. LANT 

USS ARDENT 12 MCM-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 
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USS DEXTROUS 13 MCM-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS CHIEF 14 MCM-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS INCHON 12 MCS-12 OPB-10NP 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS OSPREY 51 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS HERON 52 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS PELICAN 53 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS ROBIN 54 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS ORIOLE 55 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS KINGFISHER 56 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS CORMORANT 57 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS BLACK HAWK 58 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve.  121720Z  Request FTSCLANT INGLESIDE tech 
assist to repair OPA System.  OCM will not settle at 15 or 70ppm. LANT 

USS FALCON 59 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS CARDINAL 60 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS RAVEN 61 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS SHRIKE 62 MHC-51 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS TEMPEST 2 PC-1 CPS-3B15 1 HF Scientific 1 One Laurence 1.5” diverter valve. Change out on going.  LANT 

USS HURRICANE 3 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. OCM changed Aug 03. PAC 
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USS MONSOON 4 PC-1 CPS-3B15 1 HF Scientific 1 One Laurence 1.5” diverter valve. PAC 

USS TYPHOON 5 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS SIROCCO 6 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS SQUALL 7 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. PAC 

USS ZEPHYR 8 PC-1 CPS-3B15 1 HF Scientific 1 One Laurence 1.5” diverter valve. PAC 

USS CHINOOK 9 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS FIREBOLT 10 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS WHIRLWIND 11 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS THUNDERBOLT 12 PC-1 CPS-3B15 1 ET-35N 1 One Laurence 1.5” diverter valve. LANT 

USS SHAMAL 13 PC-1 CPS-3B15 1 HF Scientific 1 One Laurence 1.5” diverter valve. Change out on going. LANT 
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